
Sakrete Concrete Mix 
Ready to use, pre mixed concrete- Just add water 

S
A

K
R

E
T

E
 C

O
N

C
R

E
T

E
 M

IX
 

Physical Properties 
Sakrete Concrete Mix is a pre-blended, ready to 
use mixture of concrete sand, pea gravel and 
portland cement packaged in a convenient bag.  
Sakrete Concrete Mix can be used anywhere 
commercial ready mixed concrete is used, it can 
also be used where smaller quantities are needed 
or hard to reach areas prevent a ready mix truck 
from delivering.  Sakrete Concrete Mix is also 
ideal for the placement of fence posts, as the 
bags can be laid out along each fence post hole. 

Sakrete Concrete Mix can be used for pouring 
concrete in applications of 2” in depth or more.  
This includes but is not limited to: sidewalks, 
driveways, foundations, steps, wood fence posts, 
metal fence posts, mailbox posts, basketball 
goals, shed bases, patios, fish ponds, stepping 
stones, etc. 

• Pre-Blended- ready to use, just add water. 
• Consistency- pre-blended concept eliminates 

job site mixing of portland cement, sand and 
gravel. 

• No waiting for the ready mix truck- pour your 
concrete when you are ready. 

• Exceeds strength requirements of ASTM C 
387 for packaged concrete mixes. 

• Backed by Quality Controlled Testing. 

Packaging: Available in 90, 80 and 60 pound 
bags - see back of this sheet for yield information 
 
42 bags per pallet 

 7 DAYS 28 DAYS 

ASTM  
C-387 

N/A 3,500 Psi 

Sakrete 
Concrete Mix 

  

3,000 Psi 
20.67 MPa 

4,200* Psi 
 28.94 MPa 

Compressive Strength (ASTM C-109) 

Uses 

Benefits 

INITIAL  FINAL 
2:45 5:40 

Rate of Set (ASTM C-266) 

Directions 

Empty contents of the bag into wheel barrow or 
mixer.  Slowly add water to the dry material, mixing 
the water in as you go.  Add 3 1/2 to 4 1/2 quarts of 
water depending on the bag size and the 
consistency desired.  Use only enough water to 
make the mixture as dry as possible, but still 
useable for your application.  Adding too much 
water to the mixture will greatly reduce your overall 
compressive strength.  Once material is mixed, pour 
the Sakrete Concrete Mix into the desired area and 
start to finish the concrete.  It is a good idea to level 
horizontal slabs with a strike board before finishing 
the slab.  Normal concrete finishing tools (float, 
trowel) are all that are needed to finish your 
concrete.  Allow concrete bleed water to disappear 
(usually 30-60 minutes) after troweling and apply a 
membrane forming curing compound such as US 
SPEC Maxcure Wax White or Maxcure Resin 
Clear.  If no curing compound is available it is 
important to moist cure the concrete with water for 
up to 3 days. 

* At a 5 inch slump (ASTM C-143) 

Description 



CAUTION:  Contains portland cement (CAS# 65991-15-1).  Do not 
allow contact with eyes or skin.  Contains concrete aggregates sand/
gravel (CAS# 14808-60-7).  Avoid breathing dust.  Respirable silica 
may cause serious lung problems. There is limited evidence silica is 
a carcinogen.  The use of gloves, goggles, and where appropriate, 
dust masks and other protective clothing is recommended. 

APPROXIMATE YIELD: 

Area in  
Square  

Feet 

3 5 7 9 15 20 35 45 50 

60 # 
Bag 

2.25 3.75 5.25 6.67 11.25 15 26 33.5 37 

80 # 
Bag 

1.67 2.75 3.9 5 8.33 11.25 19.5 25 28 

90 # 
Bag 

1.5 2.5 3.5 4.5 7.5 10 17.25 22.25 24.75 

Number of Sakrete Concrete Mix bags needed for a 4” deep concrete slab 

60 pound yield = 0.45 cubic foot  
80 pound yield = 0.60  cubic foot 
90 pound yield = 0.675 cubic foot 
 
60 bags per yard* (60 pound concrete) 
45 bags per yard* (80 pound concrete) 
40 bags per yard* (90 pound concrete) 
* (27 Cubic Feet= 1 yard) 

LIMITATIONS: 
Sakrete Concrete Mix is not designed for use in 
applications of less than two inches.  Do not apply 
when temperature is below 40°F or predicted to fall 
below 40° F within 24 hours.  Do not apply over 
surfaces that are frozen or contain frost.  As with 
any cement based product, cold weather 
precautions must be implemented to prevent the 
product from freezing before full cement hydration 
has taken place. 

US Mix Products Company 
112 South Santa Fe Drive 
Denver, CO 80223 
Phone (800) 397-9903 toll free 
Fax (303) 722-8426 
e-mail:  sales@usmix.com 
Web Site: www.usmix.com 

TECHNICAL SERVICE: 

NOTICE OF LIMITE WARRANTY US MIX Products Co. (manufacturer) warrants to buyer that this product at the time and place of shipment is of good quality and conforms to the manufacturer’s speci-
fications in force on the date of manufacture when used in accordance with the instructions hereon.  Manufacturer cannot warrant or guarantee any particular method of use, application or performance 
of the product under any particular condition.  This limited warranty cannot be extended or amended by manufacturer’s sales, people, distributors or representatives or by any sales information, specifi-
cations of anyone other than the manufacturer.  Liability under this warranty is expressly limited to refund of the purchase price. 
LIMITATION OF WARRANTIES AND LIABILITY Buyer assumes all risks associated with the use of this product.  Manufacturer expressly disclaims all warranties expressed or implied including the 
warranties of merchantability and fitness for a particular purpose and all other warranties otherwise arising by operation of the law, course of dealing, custom, trade or otherwise. 
Buyer’s exclusive remedy if this product is proven to be defective is limited to refund of purchase price by the manufacturer.  Refund shall only be available if the buyer notifies manufacturer in writing 
within thirty days following discovery of any defect.  Written notice shall be forwarded to U.S. MIX Products Co. at 112 South Santa Fe Drive, Denver, Colorado 80223.  No claim can be made twelve 
months after purchase of the product.  Twelve months after the purchase manufacturer’s duties with the respect  to the product and limited warranty shall be presumed to have been satisfied.  Manufac-
turer in no event is liable for consequential damages. 


